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COUPLERS & CONNECTORS

For All Your Pneumatic Accessory Needs • www.coilhose.com
EAST:  19 Kimberly Road, East Brunswick, NJ 08816 • 732.390.8480
WEST: 1730 NE Miller Street, McMinnville, OR 97128 • 503.434.5964
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Six Point Couplers Brass Brass 6 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
(All Interchange Styles, Manual, and Automatic)
Automatic Industrial
1/4" Body Size Brass Brass 3 Pawls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
3/8" Body Size Brass Brass 4 Pawls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
1/2" Body Size Brass Brass 5 Pawls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
3/4" Body size Brass Brass 6 Pawls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
Manual Industrial
1/4" Body Size Brass Brass 4 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
3/8" Body Size Zinc-Plated Steel Zinc-Plated Steel 8 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
1/2" Body Size Zinc-Plated Steel Zinc-Plated Steel 8 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
Automotive Tru-Flate
1/4" Body Size Brass Brass 4 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
3/8" Body Size Zinc-Plated Steel Zinc-Plated Steel 8 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
Lincoln Series
1/4" Body Size Brass Brass 3 Pawls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F
Acme interchange
1/4" Body Size Brass Brass 6 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
ARO Interchange
1/4" Body Size Brass Brass 4 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 300 (-40° to +250° F)
Megaflow Automatic
1/4" Body Size Brass Hardened Steel 5 Stainless Balls Zinc-Plated Steel Nitrile (Buna N) 220 (-40° to +250° F)
Moldflow Series
1/4" Body Size
Non-valved Brass Brass 6 Stainless Balls Brass Silicone 250 (-50° to +425° F)
Valved Brass Nickel-Plated Brass 7 Stainless Balls Brass Silicone 250 (-50° to +425° F)
3/8" Body Size (-50° to +425° F)
Non-valved Brass Brass 6 Stainless Balls Brass Silicone 250 (-50° to +425° F)
Valved Brass Nickel-Plated Brass 7 Stainless Balls Brass Silicone 250 (-50° to +425° F)

Series Locking Internal PSI Temp.
Body Size Body Sleeve Device Valve Seals Rating Min. / Max.

Note: All couplers have stainless steel springs.

Coupler Technical Specifications

Lincoln Interchange

Industrial Interchange

Automotive Tru-Flate

ARO Interchange

Acme Interchange

Megaflow Series

Coupler & Connector Introduction
Quickly changing or connecting pneumatic air lines is a basic function in most pneumatic systems.  Over the years
many styles of couplers and connectors have been developed.  The popularity of one style over another can usually
be attributed to the geographical part of the country, the application or the specific industry.  To meet this variety of
needs Coilhose Pneumatics offers a wide variety of coupler and connector products.  Each series is produced to
industrial quality standards for a long life and will work with corresponding interchanges from other manufacturers. 

In addition to standard manual couplers we offer several specialty couplers that meet specific needs.  Automatic
couplers allow one hand operation to connect, universal couplers can be used with different connector styles, the Acme
and Megaflow series have larger SCFM flow capabilities in smaller body sizes and the Moldflow series are built
specifically for injection molding.  With this variety Coilhose can meet most coupler and connector needs.


