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FILTERS, REGULATORS & LUBRICATORS
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Miniature combination units have all the same features as the individual units but in space saving configurations.
Assembled units save costly assembly time when installed.

WARNING: Although polycarbonate bowls are
capable of withstanding extreme physical abuse, they
are susceptible to damage and may possibly burst
when subjected to some cleaning products and
synthetic oils, particularly phosphate esters.  Should
there be any questions regarding their compatibility
with your applications, consult the factory or use a
metal bowl.

Miniature Pro Line Series Assemblies & Accessories

Filter/Regulator, Lubricator DuoFilter / Regulator Filter, Regulator, Lubricator Trio

Includes a 0-160 PSI Pressure Gauge.

MR140MB
Mounting Bracket and

Panel Nut

8700-60
0 - 60 PSI Gauge 

with 1 1/2" dial

Options are indicated by adding a dash followed by the
corresponding suffix(es) in alphabetical order to the model
number.

Filter - 
Metal Bowl M
10 Micron Element X

Regulator - 
Pressure Gauge (0-160 PSI) G
Extra Low Pressure Spring (0-20 PSI) J
Low Pressure Spring (0-50 PSI) L

Lubricator - 
Metal Bowl M
10 Micron Element X

Options Suffix

Options: Description Model

Filter - 
Metal Bowl 8722-41M

Regulator - 
Mounting Bracket and Panel Nut MR140MB
Constant Bleed Converter BLD-87R
Gauge (0-60 PSI) 1 1/2" dial 8700-60
Gauge (0-160 PSI) 1 1/2" dial 8700-160

Lubricator - 
Metal Bowl 8742-41M

Description Model

Filter Bowl Replacement Kit 87F2RK
Regulator Repair Kit (relieving) 87R2ARK
Regulator Repair Kit (non-relieving) 87R2NRK
Lubricator Bowl Repair Kit 87L2RK

Accessory Information:

Includes a 0-160 PSI Pressure Gauge.

FEATURES
Combines filter and regulator in
one compact unit.
Available in relieving and non-
relieving versions.
0 -125 PSI, 0 - 50 PSI and 
0 - 20 PSI pressure ranges 
available.
Adjusting knob locks in place.
2 oz bowl capacity.

FEATURES
Compact Duo Assembly.
Gauge packaged loose for 
installation on either side.
All filter, regulator and lubricator
options available.

FEATURES
Traditional trio design.
Gauge packaged loose for 
installation on either side.
All filter, regulator and lubricator
options available.

Ordering Information:
Pipe 
Size Modifications Model

1/8" Relieving Diaphragm MFC1BEA
1/8" Non-Relieving Diaphragm MFC1BEN
1/4" Relieving Diaphragm MFC2BEA
1/4" Non-Relieving Diaphragm MFC2BEN

Ordering Information:
Pipe 
Size Modifications Model
1/8" Relieving Diaphragm MFCL1BEA-G
1/8" Non-Relieving Diaphragm MFCL1BEN-G
1/4" Relieving Diaphragm MFCL2BEA-G
1/4" Non-Relieving Diaphragm MFCL2BEN-G

Pipe 
Size Modifications Model

1/8" Relieving Diaphragm MFRL1BEA-G
1/8" Non-Relieving Diaphragm MFRL1BEN-G
1/4" Relieving Diaphragm MFRL2BEA-G
1/4" Non-Relieving Diaphragm MFRL2BEN-G

Repair Kit Information:

Ordering Information:


