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FILTERS, REGULATORS & LUBRICATORS

For All Your Pneumatic Accessory Needs • www.coilhose.com
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The 25 Series offers users high performance in a compact unit.  Their size makes these FRLs suitable for any
application where space is limited, and the modular design allows an individual unit to be replaced without disturbing the
air system's piping.  The units' high flow, commonly associated with larger models, sets them apart from other mini FRLs.

FEATURES
Overnight drain releases any 
moisture when the system 
pressure is relieved.
Moisture can be easily drained 
into a reservoir by connecting 
the tubing to the barb.
Includes a 1.5 oz bowl.

FEATURES
Piston design is durable 
enough for tough, industrial 
applications.
1/8" gauge ports can be used 
for secondary outlets.
Adjusting knob locks in place to
maintain pressure setting.

FEATURES
Includes a 1.5 oz. bowl.
Oil delivery is constant with 
both steady and pulsating air 
flows.
Clear drip tube gives visual 
indication of oil flow.

Ordering Information:

Pipe Size Model

1/8" 25F1
1/4" 25F2

Ordering Information:

Pipe Size Model

1/8" 25R1
1/4" 25R2

Ordering Information:

Pipe Size Model

1/8" 25L1
1/4" 25L2

25 Series Filters

25 Series Regulators

25 Series Lubricators

Specifications

Maximum Supply Pressure:  .250 PSI
Maximum Temp.:  . . . . . . . . .250° F
Maximum Flow:  . . . . . . . . . .62 CFM at 125 PSI
Materials:

Adjusting Knob:  . . . . . . . .High-Impact Plastic
Body:  . . . . . . . . . . . . . . . .Zinc Die Cast

Length:  . . . . . . . . . . . . . . . . .1.61"
Width:  . . . . . . . . . . . . . . . . . .0.90"
Height:  . . . . . . . . . . . . . . . . .3.59"
Weight:  . . . . . . . . . . . . . . . . .0.55 oz.
Regulator Pressure Ranges: 0-125 -  Standard

Specifications
Maximum Supply Pressure:  .150 PSI
Maximum Operating Temp.:  .120° F 
Maximum Flow: . . . . . . . . . . .62 CFM at 125 PSI

Filter Element: . . . . . . . . . . . .20 Micron
Materials:

Plastic Bowl:  . . . . . . . . . .Polycarbonate
Body:  . . . . . . . . . . . . . . .Zinc Die Cast
Filter Element:  . . . . . . . .Sintered Bronze

Length:  . . . . . . . . . . . . . . . . .1.58"
Width . . . . . . . . . . . . . . . . . . .0.43"
Height:  . . . . . . . . . . . . . . . . .4.44"
Bowl Capacity:  . . . . . . . . . . .1.5 oz.

Options are indicated by adding a dash followed by the
corresponding suffix(es) in alphabetical order to the model
number.

Gauge G
Options Suffix

Options:

Specifications
Maximum Supply Pressure: 250 PSI
Maximum Temp.:  . . . . . . . . .250° F
Maximum Flow: . . . . . . . . . . .62 CFM at 125 PSI
Materials:

Adjusting Knob:  . . . . . . .High-Impact Plastic
Body:  . . . . . . . . . . . . . . .Zinc Die Cast

Length: . . . . . . . . . . . . . . . . .1.58"
Width:  . . . . . . . . . . . . . . . . .0.90"
Height:  . . . . . . . . . . . . . . . . .3.59"
Weight:  . . . . . . . . . . . . . . . .0.55 oz.
Regulator Pressure Ranges:

0-125 - Standard

WARNING: Although polycarbonate bowls are capable of
withstanding extreme physical abuse, they are susceptible
to damage and may possibly burst when subjected to some
cleaning products and synthetic oils, particularly phosphate
esters.  Should there be any questions regarding their
compatibility with your applications, consult the factory or
use a metal bowl.

WARNING: Although polycarbonate bowls are capable of
withstanding extreme physical abuse, they are susceptible
to damage and may possibly burst when subjected to some
cleaning products and synthetic oils, particularly phosphate
esters.  Should there be any questions regarding their
compatibility with your applications, consult the factory or
use a metal bowl.

WARNING: Although polycarbonate bowls are capable of
withstanding extreme physical abuse, they are susceptible
to damage and may possibly burst when subjected to some
cleaning products and synthetic oils, particularly phosphate
esters.  Should there be any questions regarding their
compatibility with your applications, consult the factory or
use a metal bowl.




